Questionnaire for Ordering Flare Equipment

Company: _________________________________________________________________________
Field: _____________________________________________________________________________
Responsible person: _________________________________________________________________
Phone/fax: ________________________________________________________________________
Email: ____________________________________________________________________________
	No.
	Indices
	Values

	1
	2
	3

	1* 
	Type of discharge:
	- continuous
	

	2* 
	
	- emergency
	

	3* 
	
	- periodic
	

	4* 
	Flare Unit Type
	- single-stack
	

	5* 
	
	- combined
	

	6* 
	Flare unit height Н, m
	

	7* 
	Stack (tip) diameter DN, mm
	

	8* 
	Support structure to mount flare stack
	- with bracing wires
	

	
	
	- tower structure
	

	
	
	- lowering stack tower structure
(UFOS type)
	

	
	
	- lowering tip structure (UFO type)
	

	

	Discharged (Fired) Medium

	9* 
	Gas Composition and Properties:
	Component Composition of Fired
Gas, %  mol, and Its Parameters

	10* 
	
	high pressure
	low pressure

	11* 
	
	
	

	12* 
	
	
	

	13* 
	
	
	

	14* 
	
	
	

	15* 
	
	
	

	16* 
	
	
	

	17* 
	
	
	

	18* 
	
	
	

	19* 
	
	
	

	20* 
	
	
	

	21* 
	
	
	

	22* 
	
	
	

	23* 
	
	
	

	7
	Gas Density, kg/m3
	
	

	8* 
	Temperature, оС
	
	

	9* 
	Stack Inlet Pressure (G), MPa
	
	

	10* 
	Gas Flow Rate, thou. nm3/day
	min-
	max-
	min-
	max-

	11* 
	Inlet Connection Diameter, mm
	
	

	12
	Inlet Connection Height, mm

	
	

	Operation Conditions:

	13* 
	Climatic condition according to GOST 15150-69*
	

	14* 
	Temperature of the coldest five consecutive days, °С
	

	15* 
	Absolute Minimal Temperature, °С
	

	16* 
	Wind Load Area according to Appendix 5 to SNiP 2.01.07-85*
	

	17* 
	Seismicity Area
	

	Additional Supplied Equipment 

	18* 
	firing system, 
requirements to output to «top» level
	burner ignitor
	remote manual
	

	19* 
	
	
	remote automatic
	

	20* 
	
	running fire
	remote manual
	

	21* 
	
	
	remote automatic
	

	22* 
	fuel separator
	- yes
	

	23* 
	
	- no
	

	24* 
	flare separator (FS), tubular gas knockout (TGP)
	- yes (volume, m3)
	

	25* 
	
	- no
	

	26* 
	separator integrated into flare stack
	- yes (volume, m3)
	

	27* 
	
	- no
	

	28* 
	Undergound tank
	- yes (volume, m3)
	

	29* 
	
	- no
	

	Special Requirements

	30* 
	Provide for stairs and service platforms
	- yes
	

	31* 
	
	- no
	

	32* 
	Anti-Corrosion Coating (suggestion)
  - outer, inner
	
	

	33* 
	Control and Measuring Equipment and Automation Equipment (please specify the required manufacturer)
	- yes
	

	34* 
	
	- no
	

	35* 
	Flare tip make:
	- Russian
	

	36* 
	
	- foreign
	

	37* 
	Smoke-Free Requirements
	- smoke-free
	

	38* 
	
	- low-smoke
	

	39* 
	Provision of smoke-free burning with the help of air propeller
	- yes
	

	40* 
	
	- no
	

	41* 
	Provision of smoke-free burning with the help of steam feeding
	- yes
	

	42* 
	
	- no
	

	43* 
	Requirements to Heat Radiation at Flare Stack Base, kW/m2 with regard to sun:
	1.4
	

	44* 
	
	2.8
	

	45* 
	
	4.8
	

	46* 
	
	9.4
	

	47* 
	Whether additional services are required
	Erection supervision
	

	48* 
	
	Start-up operations
	

	49* 
	
	Transportation (point of destination)
	

	50* 
	Requirements to control and measuring equipment and automation
	
	


Stamp here_____________________ Signature of the Director of Company (Head of Department)
____________________ Printed Name
